Bullivants

Regular & Long Link Proof
Coil Chain - Bulk & Pail Pack

Regular Link Proof Coil Chain — Bulk

Features:

o Manufactured from low grade carbon steel
. Proof tested to at least twice the maximum load recommended for normal use

o Suitable for various applications across manufacturing, marine and agricultural industries
o Not suitable for lifting applications

Specifications:
Bullivants Mfr No. Chain
. MWL s F R Weight
Galvanised Black Size t mm mm mm kg
Per Metre Per Metre mm
WCRL-030G WCRL-030B 3 0.06 315 131 15.7 0.24
WCRL-040G WCRL-040B 4 on 4.0 16.0 18.6 0.31
WCRL-050G WCRL-050B 5 0.19 5.0 194 220 0.49
WCRL-060G WCRL-060B 6 0.32 6.3 235 261 0.78
WCRL-080G WCRL-080B 8 0.53 8.0 295 322 125
WCRL-100G WCRL-100B 10 0.83 10.0 36.2 391 1.96
WCRL-130G WCRL-130B 13 150 13.0 46.1 491 3.51
WCRL-160G WCRL-160B 16 2.31 16.0 56.5 59.6 51
WCRL-200G WCRL-200B 20 3.67 20.0 70.0 733 8.13
WCRL-240G WCRL-240B 24 5.31 24.0 83.6 87.0 11.62

Regular Link Proof Coil Chain - Pail Pack

Features:

. Manufactured from low grade carbon steel
o Proof tested to at least twice the maximum load recommended for normal use

. Suitable for various applications across manufacturing, marine and agricultural industries
. Not suitable for lifting applications

Specifications:
Bullivants Mfr No. Chain Metres j—F
si MWL S F R P
: ize er
Galvanised Black t mm mm mm
Per Pack Per Pack mm Pack
WCRL-030G-75M - 3 0.06 3.15 131 15.7 75
S [~ R
WCRL-030G-260M WCRL-030B-260M 3 0.06 315 131 15.7 260
WCRL-040G-50M - 4 on 4.0 16.0 18.6 50
WCRL-040G-160M WCRL-040B-160M 4 on 4.0 16.0 18.6 160
WCRL-050G-30M - 5 0.19 5.0 194 22.0 30 -
WCRL-050G-100M WCRL-050B-100M 5 0.19 5.0 194 22.0 100
WCRL-060G-20M - 6 0.32 6.3 235 26.1 20
WCRL-060G-60M WCRL-060B-60M 6 0.32 6.3 235 26.1 60
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Bullivants

Regular & Long Link Proof
Coil Chain - Bulk & Pail Pack

Long Link Proof Coil Chain — Bulk e —
Features: I 5 I>¢
o Manufactured from low grade carbon steel

. Proof tested to at least twice the maximum load recommended for normal use

o Suitable for agricultural and barrier applications

o Not suitable for lifting applications

Specifications:
Bullivants Mfr No. Chain —F—
: k MWL s F R | Weight | I
Galvanised Black Size t mm mm mm kg .
Per Metre Per Metre mm ) i
WCLL-030G - 3 0.05 315 15.7 221 0.16 S |+~ R
WCLL-040G - 4 0.09 4.0 18.6 254 0.29 L
WCLL-050G WCLL-050B 5 0.19 5.0 21.8 293 0.46
WCLL-060G WCLL-060B 6 0.32 6.3 26.1 345 0.74
WCLL-080G WCLL-080B 8 0.53 8.0 319 41.2 118
WCLL-100G WCLL-100B 10 0.83 10.0 387 49.0 191

Long Link Proof Coil Chain - Pail Pack S e
Features: F o P € _ y—<€
o Manufactured from low grade carbon steel

. Proof tested to at least twice the maximum load recommended for normal use

o Suitable for agricultural and barrier applications

o Not suitable for lifting applications

Specifications:
Bullivants Mfr No. Chain Metres jo—F —
. MWL S F R o | I
; ize er
Galvanised Black t mm mm mm
Per Pack Per Pack mm Pack
]
WCLL-030G-270M - 3 0.05 3.15 15.7 221 270 g |+~ R
WCLL-040G-170M - 4 0.09 4.0 18.6 254 170 L
WCLL-050G-100M WCLL-050B-100M 5 0.19 5.0 21.8 293 100
WCLL-060G-60M - 6 0.32 6.3 26.1 345 60
WCLL-080G-40M - 8 0.53 8.0 31.9 1.2 40
WCLL-100G-25M - 10 0.83 10.0 38.7 49.0 25
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